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ABSTRACT

This report traces the development of the pyrotechnic flash night photo-
graphic system with special emphasis on its application and use in Naval
reconnaissance aircraft. The limitations and advantages of the various shutter
control modes are briefly discussed from an equipment and performance
standpoint. A program of £light test evaluation is outlined vherein the
various parameters affecting pyrotechnic f£lash photography are discussed.

A program of mathematical analysis 1s described which includes the develop~
ment of a graphical method of presenting the operational limits of the night
photographic system as it is affected by airspeed, altitude, cartridge type,
fuse delay, ejector orientation, and shutter mode. A correlation is made
between flight test data and mathematical data which reveals that the widely
accepted value of .09 foot-candle~-seconds for minimum scene illumination is
unrealistically low and that .135 f.c.s. is a.more practical value for the
forward corner areas of the field of view of the camera. The off-axis light
transmission fall off of the K~47 lens is determined to be the chief con-
tributing cause of this condition. The advantage of upwafd ejeCE§on in the
elimination of lems flare is fully substantiated by test photography and its
use ig recvommended for all ailrcraft installatioﬁs uging the M~112 and M-~123 flash
cartridges. A method is described for using the operational parameter plots
for any film, shutter mode and lens combination having a 41° angular coverage
by making a single night photographic f£light test. Recommendations are made
concerning specific areas where further development of equipment and components

is indicated.
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I. INTRODUCTION

Night aerial photegraphy with pyrotechnic illuminants has had a long,
rather sporadic, relatively unco~ordinated period of develecpment. Its
progress has been under the influence of many unrelated forces, some
stemming from the divergent and ever changing operational requirements
of the different military services, while others resulted frdm technolo-
glcal bottlenecks and periodic '"state-of-the-art" breakthroughs. These
latter advances have come in many different technical fields inciuding
optics, pyrotechnics, film emulsions, camera design and control systems.
A brief history of night aerial photograpby can be found Iin & ‘
report prepared by Chicago Aerial Industries, Inc., (CAI) titled 'Night
Photography Data', which was issued in June 1956 with later revisions
covering the period from 1918 through December 1956. A historical
background is considered important in presenting a clear picture of the
present ''state~of-the-art" of night pyrotechnic photography since the
development work accomplished in the past has had a pronounced effect
on the design of presently available night photographic equipment.
Therefore, a brief summary of the development period from 1918 to the
present based in part on the CAI data will follow.

In 1918, the British made several night photographs using a para-
chute suspended bomb containing 12 lbs. of flashlight powder and a camera
that was manually operated in an open shutter, full flash duration €x-
posure. The photographs were not of particularly good quality, being
both under exposed and blurred. In 1924 the U. S. Ailr Force became
actively interested in night aerial photography and proceeded to improve
the light output of the pyrotechnic illuminsnts to the point where under
exposure was no longer a major problem. Attention was then turned to the
image blur problem and considerable improvement was obtained in 1926
through the development of a flash synchronized shutter trip unit using
a photo electrdc cell. Although this mechanism introduced an appreciable
delay (about 70 milliseconds) between the initial {lluminant burst and
the actual opening of the camera shutter and used only about 30% of the
available light, it greatly reduced the image blur previously obtained
with full flash duration (100 milliseconds) exposures. T

During the period from 1926 to 1932, smaller flash bombs were
developed having a greater light output per unit of weight although the
percentage light utilization was not materially increased until the K-12
camera was developed by the Pairchild Camera & Instrument Co. (FC&IC) in
1932. This camera, when used with a newly developed shutter trip unit,
provided a shutter opening lag time of about 46 milliseconds and signi-
ficantly increased the light utilization permitting higher altitude (ap-
proximately 2,000 ft.) operations. However, Iimage blur continued to be
a problem primarily because the available light level at 2,000 fr. re~
stricted the use of shutter speeds in excess of 1/25 of a second. In
1933, FC&IC developed a spring motor driven sweep mount which was used
experimentally with the K-12 camera during the remainder ¢f the 1930's
in an effort to reduce image blur. Although the mount was effective, it
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was operationally impractical because of the visual method of synchro-
nization that was used.

Between 1937 and 1940, efforts were concentrated on r3ising the
operational altitude of night photography from 2,000 ft. to 4,000 ft.
to meet new military requirements. To accomplish this with existing
illuminants required that the percentage of light utilized by the
camera be increased., This was done experimentally by modifying the
Kel2 camera shutter and shutter trip unit so that the shutter would
open prior to the illuminant burst and be closed immediately after
the light peak by the flash detecting equipment. On the basis of the
then existing 46 millisecond shutter lag and 100 milli{second flash
duration, this shutter mode had the effect of using the first half
rather than the last half of the total burning time of the illuminant.
Becauge the peak light output of the flash bomb was uysed, there wes
a8 significant increase in light utilization and a corresponding increase
in operational altitude to 5,000 ft. However, since the duration of ex-
posure was essentlally unchanged from that obtained in the synehronous
mode with 1/25 second shutter speed, the resulting photographs were ex-
cessively blurred and the equipment was not put into genaral service.

In 1940, the FC&IC produced & new shutter and shutter trip unit for
the K~12 camera with a shutter opening time lag of 12 milliseconds as
contrasted with 46 milliseconds time ‘lag for the original X-12 :equipment. By
using a greater portion of the peak light output of the flash cartridge,
the light utilization was increased 60%. This same shutter design was
incorporated in the K-19 camera which became the standard night camera
for the Navy in 1941, 1In spite of the still greater light utilization
afforded by capping shutter operation, the resulting pictures were gener=
ally of poorer quality than those taken with synchronous equipment because
of the blur caused by image motion. Consequ. tly, the synchronous shutter
mode was retslned as the operational system tor the fleet during the war
years., In 1947 the FC&IC brought out the K-37 night camera and flash de-
tector shutter trip unit. While the shutter was essentially the same as
the imprbved shutter brought out in 1940 for the K-l2 camera with a time
lag of 12 milliseconds, the flash detector was far more sensitive, being
capable of responding to the ground reflected illumination of the photo
flash bomb, Previous flash detectors had to be oriented to pick up the
direct air burst flash of the bomb.

Although synchronous shutter operation was the mainstay of night
photography during the 1940's, its relatively inefficient use of light
provided a constant motivation to develop new techniques. Since the
primary objection to the use of capping shutter operation lay in the
resolution loss caused by image motion, the advent of the image tracking,
moving film principle embodied in the continuous strip cameras released
in 1941 reawakened interest in capping shutter operation. In 1947 the
U. S, Ailr Porce equipped an A9A type magazine with a moving film IMC
attachment and used it with a K-22 camera in a capping shutter operatiom.
Simultaneous night airborne exposures were made with this camera and a
K=19 camera operating in a synchronized shutter mode, The resulting

]
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photography clearly indicated the advantages of the capping shutter
moving f£ilm combination in regard to providing improved negative
density without a corresponding loss in image clarity. However,
this information did not immediately change night photographic tech-
niques which remained geared to the synchroncus shutter mode.

With the advent of the small photo flash cartridge and multiple
chamber ¢jectors early in the 1950's, the fighter type aircraft was
able to assume the role of a night photographic vehicle previously
held only by medium and heavy bomber type aircraft. Among the first
aircraft to be equipped with multiple chamber cartridge ejectors were
the F2H-.and the F9P-5P which employed the then currently cperational
K=37 night camera in theirsphotographic system. The flash cartridges
usad in the multiple chamber ejectors had been developed for a maximum
light output/weight ratio and the flash mixture contained additives
that increased the particle dispersion and the combudtion rate with
the result that the peak light output was reached in 3 to 4 millie
seconds. When used with the 12 millisecond lag time of the K-37 shutter,
the effect was to reduce the percentage light utilization far below
practical limits. This situation motivated a consideration of the use
of capping shutter operation with a moving film IMC magazine. The latter
type of magazine had become a standard item for day photography but was
not utilized extensively for night photography. In 1953, the Aercnautical
Photographic Experimental Laboratory (APEL) undertook the task of modifying
the shutter assembly of the K-37 caméra for capping shutter operation
vhile the CAY medificd the MA-10 magazine to provide an end of cyele trip
pulse for opening the shutter. Although subsequent tests by the APEL of
the modified equipment installed in the F2H aircraft were deemed success~
fal, release of the K~47 night photographic system in 1954 obsoleted the
K=37 camera.

The significant feature of the K-47 camera was the incorporation of
the "Rapidyne" shutter developed by FC&IC. This shutter utilized separate
opening and closing shutter blade assemblies which were independently actu-
ated by externally produced trip pulses with a precisely variable time base
separation to provide remote control of the shutter speed. Both the opening
and closing speeds of the two blade assemblies were fixed and the time lag
of the opening blades was reduced to less than 4 milliseconds so that synchro-
nous operation with the M~112 and M~123 flash cartridges could be obtained.
The complete K47 night photographic system was capable algso of advance open
and recycle open capping shutter operation when used.with the Air Force UCCS
camera control system. Because the volume and weight, of the control equip-
ment placed serious restrictions on its use in fighter type afrcraft, the
Bureat of Naval Weapons (BuWeps) requested CAI to recommend means of gimpli-
fying the K-47 system for the F3H photographic aircraft. A fdll flash
duration capping shutter system for use with the M~112 and M~123 flash
cartridges was developed by CAI which utilized the MA-1CA moving film IMC~
magazine. However, because the production of the F3H~1P aircraft was can=.
celed, the simplified system was incorporated in the FIF-8P in 1955-56 as
a part of the operational night photographic equipment of that aircraft.
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II. ERESENT METHODS AND EQUIPMENT

The F9F~8P was the current fighter type photographic aircraft in
fleet use at the time the subject project was established in June 1956. This
aircraft utilized the NCCS-3 & 4 camera control system which'was capable
of controlling the K-47 camera in a recycle open full flash duration cap-
ping shutter mode., Essentially, this system opens the "A" blades of the
Rapidyne shutter at the termination of the film transport cycle of the
camera magazine and closes the "B" blades after the full burning time of
the cartridge by means of a flash detector and a suitable time delay com=
ponent. In addition to providing the maximum altitude capability for any
given pyrotechnic cartridge through 100% light utilization, the capping
shutter mode was potentially able to use simpler, more reliable and more
compact control system components as well as a simple, relatively slow
acting capping shutter. However, since the K-47 camera had become the
standard night aerial camera for Navy use and embodied the fast acting
Rapidyne shutter, simplification of the control system with a reduction
in weight of approximately 15 lbs. over the complete K-47 control system
was really all that the capping shutter mode accomplished. Actually, the
complete K=47 camera system was already capable of the recycle open capping
shutter mode along with the synchronous mode and the advance open capping
shutter mode. The latter mode required the memory delay circuitry of the
Alr Force UCCS camera coutrol system and hence was not usable in Naval
aircraft.

The recycle open, capping shutter control system used in the F9F-8P
alrcraft employed a Model K-47 flash detector manufactured by CAI as Part
No. 1025-100. This unit was designed specifically for capping shutter
control and had a built-in fixed time delay of 160 milliseconds between
flash detection and issuance of the shutter closing pulse. Either M-112
or M-123 flash cartridges can be ejected vertically downward from Lambert’
Eng. Co: type A-6 or B-4 launchers installed in external, bomb rack sus-
pended containers. The MA-10A IMC magazine, which must be used with the
K=47 camera to reduce forward flight image movement during exposure to
acceptable limits, received its speed control from the estimated V/H values
set into the manual computer of the NCCS-=3 and 4 camera control system.

The night photography produced by the full flash duration capping shutter
system installed in the F9F~-8P aircraft was not consistently satisfactory

in fleet operation. A large percentage of the photographs showed evidence
of excessive image movement during exposure and there were occasional nega-
tives which showed varying degrees of fogging that was believed to be caused
by the scattering of non-image forming light from reflective surfaces with-
in and adjacent to the camera lens.

The Air Force had made extensive studies and developed mathematical
relationships between the source illumination and the ground illumination
which produced useful data and guidance for the accomplishment of high
altitude night photography with the M=120 type flash bomb. In the oper-
ational area of low altitude night photography using the M-112 and M-123
flash cartridges, no such studies had been made and specific guidance data
in the form of Navv publications were not available, The CAI did compile

 J
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some useful data which was published late in 1956 under the title "Night
Photography Data.' This report was prepared for BuWeps and was heavily
slantéd in the direction of the full flash duration capping shutter system
developed by CAI for the FIF-8P aircraft which somewhat limited its general
usefulness, Actually, it was entirely possible to install the complete K~-47
night system in some of the larger photographic aircraft such as the AJ-2P

so that both the synchronous and recycle open shutter modes would be available
for use with the low altitude flash cartridges. As a result, some squadrons
were protlucing synchronous mode night photography with the improved picture
quality inherent in the shorter exposures possiblé with this system while
other squadrons were producing capping shutter mode photography where errors
in V/H manual imputs and the effects of ailrcraft roll, pitch and yaw are
greatly magnified by the longer exposure period to produce considerable image
degradation. Because neither the photo-optical scanner nor the traveling grid
viewfinder can be used at night to accurately determine -image speed, and be-
cause the degree of air turbulence as well as the pilots proficiency in
maintaining straight and level flight can vary considerably, it is under-
standable that consistently good photography can not be expected in the full
flash capping shutter mode, It should be remembered that this mode was
originally develédped for the K=-37 night camera where it served to cffset the
loss in light utilization which resulted from the synchronized operation

of the 12 millisecond lag time K~37 shutter with the 3 and 4 millisecond
peaking time of the M=112 and M-123 flash cartridges. With the advent into
the fleet of the K-47 night photographic system, extremely versatile shutter
modes were potentially available including both full synchronous operation and
recycle bpen with synchromous closure at preselected delay périods after flash
detection. It is believed that there were several factors which may have
brought about the aceceptance of the full flash duration capping shutter ,
control system fer the K~47 camera in both the FI9F-8P and F8U-1P aircraft

with the consequent sacrifice of the operational flexibility inherent in the
complete K-47 night ,System. One factor was apparently the operational require=-
ment for maximum altitude capability which may have been a carry over from the
K=37 night camera system where the full flash mode provided a dramatic increase
in altitude capability over the then available svnchronous mode for the K-37
camera. Another factor was the simplicity and increased reliability claimed
by the CAI for the capping shutter system as compared to the full synchronous
and recycle open~-synchronous closure modes of the complete K~47 system. In
the light of the frequent failurer and generally unreliable performance of

the original Rapidyne shutters this was probably a valid claim at the time,
since the capping shutter mode did not rely on the rapid opening and closing
features of the Rapidymeshutter nor did it require use of the complex type

E-1 shutter speed timer. Although €the penalties involved in“the use.of the
full flash duration capping shutter mode were apparently not fully recog- ~
nized by fleet operating units, the fact that the resulting night photography
was generally unacceptable was recognized and clearly indicated the need for

a complete evaluation of current night photographfie methods, techniques and
equipments with a view toward further development and improvement, To this
end the BuWeps established the continuing project TED ADC PH-4581 of which

the subject report constitutes the phase on low altitude pyrotechnic flash
night photography. The basic purpose of this project phase was to determine
the parameters affecting the quality and operational limits of low altitude




pyrotechnic flash photography and to establish firm relationships and
guidance data that would both improve the usefulness of present equip~-
ment and point out specific areas where further development is required.

IITI. PROGRAM OF OPERATIONAL EVALUATION

A, General

The general program was broken down into several areas of investi~
gation which included lens flare, burst orientation, shutter modes, image
quality and operational limitations. Actually, these areas are inter-
related to a considerable extent but for the purpose of descriptiom, they
will be treated in the order listed. In making this evaluation, both
laboratory and alrborne tests were performed. The flight test venicle
ugsed for the majority of the photographic runs was the P2V~5F aircraft
Bu No. 131456, while a limited number of runs were made with the FOF-8P
aircraft, The bomb bay of the P2V-5F aircraft was modified to accept a
multi-camera installation as shown in Figure 1. Two separate camera
control systems cons’sting of an NCCS-3 control system from an F2H-2P
aircraft and an NCCS-4 control system developed for the F3H-2P aircraft
were utilized to operate the various K-47 cameras. Two external capsules
of the type developed for the F2H-2P aircraft containing Lambert Engr.
Co. type A-6 cartridge ejectors were installed under the wing on the
Aerc 14-B combination bomb racks of the P2V-5F aircraft to provide verti-

cally downward cartridge ejection. However, there was no cartridge ejection

pod available for test of the upward and side cartridge ejection character-
istics. To provide a suitable test vehicle, the port wing tip tank of the
P2V~5F was modified to accommodate an A-6 ejector for upward firing and an
A-7 ejector for horizontal firing. The night photographic runs were made
over Wallops Island off Chincoteague, Va. Although this swampy area was
lacking in sharply defined ground details, it was recognized that it rep-
resented an excellent example of low contrast terrain and that any night
capability demonstrated over such an area would be valid for any terrain
likely to be encountered. Five sets of high contrast resolution targets
were painted on canvases, each measuring 20 by 20 ft, while smaller reso-
lution targets were painted on 4 by 8 ft, masonite boards.

B. Lens Flare

Four methods calculated to reduce or eliminate the effects of lens
flare were applied to the K~47 cameras. The first method consisted in the
local fabrication of a conical lens shade covered with dull black cotton
flocking which extended about 13 inches beyond the end of the K-47 lens
cone. This lens shade can be seen installed on’ the K-47 camera shown in
Figure 1, on the left side. The second method consisted in the installation
of three thin metal annular plates or baffles coated with non-specular black
paint within the lens cone perpendicular to the optical axis, the blackening
of the edges of the lens elements and the extra blackening of reflective sur-
faces within the lens cone. The third method consisted of the combination of
the first and second methods. The fourth method consisted of the combination
of the third method, plus the use of infrared film in a camera that had been
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refocused for the infrared portion of the spectrum. No laboratory tests

were made in connection with the lens flare problem since a rather complete
study had been made by the Eastman Kodak Co. for the Air Force in comnection
with high altitude K-47 photography using the M=120 flash bomb. This study
revealed that a minimum burst point train angle of 38° could be tolerated
without introducing lens flare provided a 12 inch lens shade' vas used. It

was also found that if the burst point could be maintained at a trail angle

in excess of 54°, no flare problem  wouid exist even without d lems shade.

In regard to burst point positioning, it should be remembered that with the
high altitude flash bombs considerable control can be exercised through

manual wide range adjustment of the mechanical fuse and by changing the
ballistic performance of the bomb through the addition of trail plates and
spoiler rings in accordance with the data provided in photoflash bomb drop .
tables. ' On the other hand, the low altitude flash cartridges have a ballistic
path that is fixed by the air speed of the aircraft,’ the muzzle velocity of the
cartridge and the orientation of the ejector. Since the latter two factors are
fixed by the gjector instaldation and the particular cartridge in use, the burst
point position can be controlled only by airspeed and the limited preselection
of cartiidges with fixed powder train fuse delay periods. Because the oper=
ational airspeed of the P2V-5P flight test aircraft was less than 200 knots,

it was expected that marginal flare conditions would exist during some of the
photographic runs with downward cartridge ejection, egpecially when using the
1 and 2 gecond fuse delay cartridges. It was in this area that the various
methods of lens flare prevention would be given a true operational test. One
source of image velling reflection that was not studied, concerns the reflec~
tions between the camera lens and the camera port glass. Primarily, this was
not done since the Air Force had made an exhausti~« study of the problem in
connection with the photographic installation in the RB-66 aircraft and had
found a solution in tilting the glass port forward with respect to the camera
axis. Actually, this potential source of lens reflection did not exist in

the P2V-5F installation since the cameras looked through the opén bomb bay
doors,

C. Burst Orientation

Early in the planning stages of the subject r~oject, it was re-
cognized that upward ejection of the flash cartridge would provide several
operational advantages. The principle advantage that was expected was the
complete elimination of the lens flare problem. A secondary’advantage was
that a more even illumination of the camera field of view would result from
the higher burst height of the cartridge which reduces the difference in
slant range distances from the burst to the forward and rear edges of the
field of view. A still further improvement in uniformity of 1llumination
was antlcipated through . the use of short fuse delay cartridges which would
reduce "the horizontal trail distance of the burst péint without introducing
the lens flare problem that occurs with short trail distances when using
dowvnward cartridge ejection. In addition to upward ejectiun, several photo-
graphic runs were planned using horizontally outward ejection to determine
if a lower burst height could be tolerated without introducing lems flare,
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D. Shutter Modes

7

With the two control systems that had been installed in the P2V-5F
flight test aircraft, it was possible to operate the K-47 cameras in either
the full synchronous shutter mode or the recycle open=synchronous closure
shutter mode using the full range of shutter speeds available in the Type
E-1 Shutter Speed Timer. In the full syachronous mode, the highly sensi-
tive Type C~1 flash detector, which has a practically zero lag time, detects
the cartridge burst at an extremely low light level which initiates a trip
pulse to the opening blades of the "Rapidyne' shutter through the E-l shutter
speed timer which in turn initiates a preset delay pulse (equal-totheshutter speed
setting) to the closing blade assembly of the shutter. The average time for
the Rapidyne shutter to fully open after receipt of a pulse has been deter-
mined to be four milliseconds of which two millisccond represents the oper-
ating time of the shutter trip mechanism and two milliseconds the actual
opening time of the shutter blades. In planning the full synchronous mode
photographic flight tests, only the 1/50 second and 1/100 second shutter
speed settings were used. A minimum speed of 1/50 second was selected
since the next slower setting of 1/25 second would have spanned the entire
burning time of the cartridge and thereby defeated the exposure shortening
feature of the synchronous shutter mode. The maximum speed of 1/100 second
was selected since the next higher speed of 1/200 second would have reduced
the light utilization percentage to approximately 1/3 of the total light
output of the cartridge. It was not considered,that the slight potential
increase in image clarity afforded by the shorter exposure time would justify
the appreciable loss that could be expected in operational altitude.

-~

In the recycle open-synchronous closure shutfter mndp the trip pulse to
the opening blades of the Rapidyne shutter is initiated by the completion of
the winding cycle of the shutter blades. This control arrangement does not
provide the true recycle open shutter operation that was originally conceived
and developed by the APEL for the K=37 camera. The basic corcept was that
after the capping shutter had been tripped closed by the flash detector, it
should remain closed during the subsequent film transport period so that
ground lights or fires could not record on the film during its non-IMC
movement. To accomplish this type of operation, the trip pulse to the
opening blades should be initiated by the completion of the f£ilm transport -
cycle rather than the shutter wind cycfe unless the two cycles happen to
be identical in length. Since the winding cycle of the Rapidyne shutter in
the K~47 camera is roughly one half that of the MA-10A moving f£ilm IMC maga-
zine, it is possible to get more ground light streaking in the recycle open
shutter mode of the complete K-47 control system than in the simplified K-47
system unless the operating instructions to use this system only in the com-
plete absence of ground iilumination are adhered to. The synchronous closure
of the Rapidyne shutter in the recycle open mode is accomplished in the same
manner as in the full synchronous mode since the trip pulse generated by the
flash detector for actuating the opening shutter blades is diverted to ground
through a resistcr by the mode selector switch. Thus, the shutter speed setting
on the T-1 shutter speed timer control is equivalent to the time delay after
peak light output for the closing shutter to fully close since the rise time of
the cartridge burst is practically equal to the closing time of the shutter after
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recelpt of the trip pulse. By preselecting various shutter speed settings
on the T-1 timer control, the amomt of decaying light that is cut off by
shutter closure can be controlled through a range that includes full flash
duration exposures om the one extreme to synchronous closure exposures uti-
lizing less than 50% of the total light output of the flash cartridge on

tlic other extreme. In planning the recycle open-synchronous closure photo-
graphic flight tests, the 1/25, 1/50 and 1/100 second shutter speed settings
were used. A minimum speed of 1/25 second was selected since it delayed
closure of the shutter beyond the full burning time of the flash cartridge .
and thereby duplicated the recycle open, full flash duration mode of the
NCCS=-3-4 control system installed in the F9F-8P aircraft. The 1/50 and
1/100 second shutter speed settings were used to determine which setting
representgd the best compromise between altitude capability and image
clarity. It should be noted that the control system in the F9F-8P air-
craft does provide true recycle open operation since the tripping of the
opening blades is initiated by an "end of recycle" switch in.the MA-10A
magazine. i

E. Image Quality

Prior to the photographic flight tests, certain laboratory tests
were performed to ascertain whether there were any inherent characteristics
of lens resolution or film flatness during exposure which might constitute
limiting factors in the optimum results that could be obtained with the 12
inch £/2.5 lens of the K~47 camera and the MA-10A magazine. The resolution
capability, under laboratory conditions, of the average K=47 camera equipped
with the 12 inch £/2.5 Eastman Kodak lens was determined. This lens resolved
26 lines/mm or axis, 13 lines/mm at 20 degrees off axis and had a AWAR of
17 lines/mm. Because of the proven guality of day photography obtained with
the MA~10A magazine, there was no question of the film flattening and image
tracking capability of the magazine in the day mode of IMC where the recipro-
cating platen moves with the film during IMC under normal vacuum and there is
consequently, no relative motion between film and platen during exposure. Ig
the night mode, the film is moved continuously at IMC velocity over a stationary
platen under reduced vacuum during the period between the end of rapid film
advance and the completion of the flash exposure. In order to eliminate the
effects of the less accurate IMC velocities available in night photography
where only estimated inputs can be manually set into the V/H computer, the
control circuitry of the MA-10A magazine was modified to permit utilizing the
continuously moving film IMC in daylight photography where scanner controlled
IMC can be used. With an accurate V/H input as a common denominator, it was
felt that a2 valid comparison could be made of the effects of the two methods
of IMC on film flatness and image tracking synchronization.

F. Operational Limitations

" The variables which affect operational limitations are many and
complex and their interaction determines to a considerable degree what
the final effect will be. Some variables are easily controllable such as
altitude, airspeed, shutter speed, amd shutter mode while others are rela-
tively uncontrollable, such as ground reflectance, air turbylance, atmospheric
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haze, and to a certaln extent, burst position. Flight tesgs were planned T

through a range of altitudes that were predicted to produce critical IMC
conditions on the low end and insufficient ground illuminations on the
high end. Due to the flight characteristics of the P2V-5F test aircraft,
a range of airspeeds from 150 knots to 190 knots was all that could be
anticipated and this range was not expected to materially affect burst
position as it relates to lens flare. It was hoped that through the
controlled variation of enough parameters, some firm relationships could
be *established, on the basis of the test photography, for use in obtaining
greater usefulness and reliability out of present equipment and delineating
areas where further development might be required. Knowing that many of
the variables: involved in the flight tests were‘'related mathematically in
respect to their numerical quantities, it was felt that a mathematical a-
nalysis of all the parameters might yield a firmer basis for establishing
operational limits and developmental guide lines. The formulation of such
a program forms the text of the following section. Much of the formula
derivations and computational work was performed under Foundation Research
Project TED ADC RS~7045-5925A established at the APEL by the Naval Air
Development Center as a Center sponsored effort.

IV. PROGRAM OF MATHEMATICAL ANALYSIS

A. General

There have been several mathematical studies made of the relation
between the intensity of the source illumination, the burst position and 1
the scene illumination as it relates to the field of view of the camera, éf
Some studies centered around the determination of the optimum sizes for
pyrotechnic illuminants based on airborne weight limitations and maximum
reconnaissance capability per mission., Other studies centered around
determination of the optimum burst height for the M=-120 type high altitude
flash bomb as it related to use of the K-47 camera under an assumed set of
operating conditions, The CAIL made a study that was incorporated in thelr
"Night Photography Data' report previously referred to that attempted to
present in graphical form definite operational data for the M=-112 and M-123
flash cartridges when used with the K-47 camera, The data consisted of graphs
in the form of polygons wherein the area enclosed by each plot included all
combinations of altitude and air speed which, for a given flash cartridge and
fuse delay, would result in ground illumination within certain arbitrarily
established limits. These limits permitted a 10 to 1 variation in the maxi-
mum illumination on the flight line through a range from 1.0 to 0.1 ft.
candle seconds as determined by the combined effects of altitude and air-
speed changes and a maximum flight line range of illumination of 2 to 1
within the camera field of view. A further limitation established by the
curves was that the trail angle of the burst would be at least 15 degrees
to the rear of the acceptance cone of the camera for prevention of lens
flare. The APEL considered that this method of presentation represented
a useful tool for the photo-pilot in setting up night photographic missions
and predicting with a fair degree of certainty, the quality of the resulting
photography. However, it was clearly evident that the arbitrary limits
should be revised and re-defined to more accurately delineate the operational
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area within which satisfactory night photography should be obtainable on
the basis of actual flight test data, It must be remembered that even
the most exacting theoretical determination of the numerical quantities
of factors whose mathematical relationships are firmly established, can
only yl eld light intensity information on the plame of the ground as it

relates to the field of view of the camera in use. The actual light
falling on the film emulsion and the image denmsity it ultimately produces

in the processed film is under the influence of a combination of variables
that are not directly related mathematically with the scene iilumination
on the ground, These variables include ground reflectance, atmospheric
haze, exposure time, lens trangmission, and film processing techniques.

In order to determine what level of scene illumination 1s vequired to
produce recognizable image demsity in the negative, the U, S, Air Force
made a series of ground instrumented flight tests at Eglin Field, Florida
in 1952 under closely controlled conditions. The result of these tests
yielded a computed value of ,09 foot-candle-seconds for the minimum scene
illumination when using a 12" focal length £/2,5 lens with Tri/X film,

This value of ,09 fes has been used extensively by the Air Force in several
analytical studies and has been more or less established as a standard value
in computing the operational capability of various pyrotechmnic flash night
photographic systems.

B, Minimum Scene Illumination

The, factor of minimum scene illumination is by far the most influ-
ential of all the factors since it affects both operational flexibility and
altitude capability and is intimately assoclated with, the shutter modes of
the camera, The CAI plots did not contain lines which defined operating
limits on the basis of minimum gcene illumination, but rather, it estabe
lished these limits on the basis of the maximum-light falling on the flight
line within the field of view of the camera, In line with the philosophy
of the Air Force, the APEL considered that a minimum sceme illumination of
.09 fes should exist at the forward corners of the field of view of the
camera in order to provide recognizable image densities in these areas. It
has been variously argued that with 60% forward overlap photography, the
forward cover area is not of critical interest, This might be technically
correct, but night photography in general, is not concerned with ground
mapping and the fall off of illuminatior .oward the forward edge of the
negative makes it doubtful if stereo pairs would have any real value.
Actually, the principal usc of night photography 1s for groumd surveil-
lance and target identification where logistic requirements of maximum
ground coverage per pound of pyrotechnic illuminant might dictate a re=-
duction im forward overlap. Fortunately, it 1s not necessary to resolve
this point of argument in order to make use of the minimum scene illumi-
nation limits of the operational parameter plots if it is understood that’
these limits are nominal and are not intended to represent lines of demar-
cation beyond which no satisfactory photography may be obtained, Referring
to Graphs #1 through #8, it should be noted that, instead of a single line
of constant scene illumination having the minimum value of .09 fcs, there
is a family of lines having values above and below this value wherein
each line represents all combinations of flight altitudes and aircraft speeds

11
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which will produce the constant values of forward corner scene illumi-
nation shown. This method of presentation has several inherent advan-
tages which will be discussed separately. First, since the only camera
variables involved in’ the development of these lines are the conme angle
of the lens and the optical axis orientation, these lines are applicable
to any vertically installed camera having the same cone angle regardless
of format size and lens speed provided the required forward corner scene
illumination value is established experimentally. Second, since these
lines represent actual forward corner illumination on the ground produced
by the full light output of the pyrotechnic illuminant, they can be used
for any shutter mode by determining the light utilization percentage of
‘the shutter and applying this as a proportional correction to the mini-
mum scene illumination requirement. Finally, any other changes in the
factors which controlled negative density in the night airborne tests
used by the Air Force to establish the .09 fcs value, 1f their propor-
tional effect can be determined, may be applied as a correction factor
to the basic minimum illumination f£igure to establish new operational
limits,

The determination of forward corner scene illumination values (Ep),
in the camera field of view started with the basic equation for spherical
burst illumination which, after a series of substitutions and algebraic
expansions shown in Appendix I, took.the final form of:

1t a

Ep=_1I(
(1.28 H4 + 0.75 th = 2dH + d2 + t4) 3/2

where: ~ I= Full light output of flash cartridge in candle power seconds.

H= Flight altitude of aircraft in feet

+d= Distance above flight altitude of burst for upward ejection

~-d= Distance below flight altitude of burst for downward ejection

t= Trail of burst behind aircraft in feet

Whereas it would have been desirable to express this equation in terms
of H so that specific plotting values of Ep could be substituted in the
equation, no practical method of factoring out the H term was found. As
an alternate solution calculated values of E: were plotted against the
substituted values of H in the above equation using the ballistic co-
ordinates t and d that corresponded to a specific ailrcraft speed. Three
separate curves relating Ep to H were plotted for aircraft speeds of 200,
350 and 500 knots so that three specific combinations of altitude and
airspeed would be available for plotting each of the constant Ep lines.

C. Maximum Scene Illumination

The factor of maximum scene illumination does not exert as strong
an influence on the operational limitations of the night photographic
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system as does the factor of minimum scene illumination for obvious
reasons. If the complete K=47 night photographic system is available,
then the selection of the synchronous shutter mode with appropriate
shutter speed settings can be used to restrict exposure when low alti-
tude operaticn appears to introduce the possibility of over exposure.
Even without any remote exposure control, the negative density could
be ‘controlled to a certain extent through processing and printing tech~
niques. In the absence of any 2xplanation in the CAI report for the
10 to 1 range limit for maximum £light line illumination values, it is
assummed that the arbitrary range is related in some way with the ex-
posure latitude of the film emulsion since the recycle-open capping
shutter control system developed by the CAJ for the K~47 camera had no
provisions for remote control of exposure. In keeping with the flexi~-
bility of use achieved with the multiple line presentation of minimum
scene illumination, the series of maximum scene illumination lines
appearing on the left side of the operational parameter plots shown

in Graphs #1 through #8 were developed. Each of these lines bears a
ten fold relation with a corresponding minimum scene illumination line
so” that once the minimum scene illumination requirements have been estab-
lished, the operational altitude envelope for a 10 to 1 ground {llumination
range can be read from the plot.

In the mathematical determination of the maximum flight line scene
illumination, consideration must be given to the fact that the nadir
point of the burst may fall within the field of view of the camera or
behind it dependimg on the relation between the burst point trail dis-
tance and the - camera field of view under different combinations of air-
craft speeds and flight altitudes. It was found that, in general, this
point falls within the field of view of the camera or sufficiently close
to the rear edge that no significant-error is introduced by taking the
burst helght as the distance to the point of maximum illumination. With
the trail distance eliminated, the basic equation for spherical burst
illumination can be rewritten in the simple form:

. I
vhere values of H can be solved directly for any assummed value
of Ep. Since the effect of aircraft speed on the ballistic drop dis-
tance of the cartridge is negligible, the maximum flight line illumination
lines appearing on left side of the operational parameter plots are drawn
vertical in most cases.

D. Maximum to Minimum Scene Illumination Ratio

Actually, the principle significance of maximum scene illumination
doeg not lie in its function as an altitude limiting factor, but rather in the
ratio that it bears with the minimum scene illumination occuring at the same
instant within the field of view of the camera. Because this maximum to
minimum gceen illumination ratio has a direct bearing on the density range
of the resulting negative, it is desirable to indicate on the operational
parameter plot where this limiting ratio occurs. A maximum ratio of 2 to 1
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was considered a practical limit for optimum night photography in the
operational parameter plots of the CAI report. However, it was stated
in that report that this ratio can be exceeded by use of longer fuse
delays and higher aircraft speeds if greater shadow rendition is de-
gsired and if the resulting increase in negative density range can be
tolerated. Actually, this greater density range can be accommodated

by the uge of LogE tronic printing equipment. In order to extend the
usefulness of the operational parameter plots into this area, an illumi-
nacion ratic line of 2% to 1 and, in some cases, & ratio line of 3 to 1
has been plotted. A direct method was developed for plotting the maximum
to minimum ratio lines which gave exact values of H for assumed values
of aircraft speed through use of the corresponding trail and drop dis-
tances. This method, which eliminated any need for calculating actual
scene illumination values, 1s described in Appendix I.

E. Upper and Lower Limits of Aircraft Speed

On the downward ejection operational parameter plots it will be °
noted that the bottom is cut off at a definite minimum aircraft speed
which corresponds to a burst point trail angle of 35 degrees while above
this bottom line is a parallel dotted line corresponding to a burst point
trail angle of 50 degrees. The 35 degree burst point trail angle had been
previously considered the minimum value which would not cause lens flare
and resultant film fogging. As a result of lenr flare tests conducted by
Kodak and the APEL, a 50 degree burst point trail angle has been found to
be a more realistic minimum value for the prevention of lens flare in cam~
eras not provided with special anti-flare devices such as baffling, anti-
reflective coatings and lens hoods. The 35 degree line has been retained
in the operational parameter plots since it represents a permiscible trail
angle for cameras equipped with anti-flare devices. The minimum aircraft
speeds which produce these limiting trail angles were found from the bale
listic curves of trail and drop versus aircraft velocity for the particular
flash cartridge reprezented by the operational parameter plot. Since the
tangent of the trail angle is equal to the ratio t/d, a series of trial
computations were used to determine from the ballistic curves, the aircraft
speed at which the desired ratio of trail and drop occurred. On the upward
ejéction ‘operational parameter plots, it will be noted that there are no °

minimum aircraft speed limitations since the burst occurs above the aircraft
where lens flare conditions do not exist. The top cut off line of the plots

has been arbitrarily set at 600 knots strictly for convenilence Iin presen=-
tation and the plots could be extended beyond this line although ballistic
data is not available in this range.

V. DISCUSSION

In correlating the results of the flight test program with those of the
mathematical analysis, certain facts became self evident. The test photog=-
raphy consistently showed that adequate forward cormer negative density
required a higher level of scene illumination than the established value
of .09 fcs. This cast some doubt on the validity and method of determi-
nation of the minimum scene illumination value of .09 fcs. Through the
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procass cf marking on the appropriate operational parameter plots, those
combinations of altitude and airspeed in the test photographs which pro-
duced usable forward corner image density, it was found that the average
full flash scene illumination requirement was about .135 fes. It should
be pointed out that the burst position and illumination characteristics
of the flash cartridge used iIn the plots were based on mathematically
computed ballistic data and statistical light output data rather than
from actual test data recorded by a complex system of ground instrumen=-
tation. However, the consistent agreement between the test photography
and the operational plots, once the value of .135 fcs. was established
and recomputed for the various shutter modes, indicated that the source
of data was not the controlling factor in creating the apparent lack of
configuration between the plots and flight tests in regard to operational
limitations. . .

‘ Other variable factors which control negative density such as terrain
reflectance, atmospheric haze and film processing techniques were consid-
ered, but their effect on a percentage basis was determined to be far too
small to account for the difference between the calculated and experimentally
determined minimum scene illumination requirements. The one factor, possibly
not considered by the Air Force investigators in their determination of mini-
mum scene illumination from ins trumented flight test data, was the effect of
off-axis lens transmission fall off. A curve of offeaxis light transmission
values for the K=47 lens was obtained from the Eastman Kodak Co., and was
used to calculate the corrected value of scene illumination required in the
forward corners of the fiecld of view of the camera. This calculated value,
on the basis of the best available information regarding the position on
the Air Force test photograph of the point of minimum acceptable density,
was found to be approximatély .135 foot-candle~seconds.

Figure 2 shows the lens flare or internal reflection resulting from a
small trail angle burst position without the benéfits of Iinternal baffling
on an external lens shade. Figure 3 ghows the complete absence of lens
flare resulting from the use of an external lens shade under conditions of
a small trail angle burst position. In Figure 4 may be seen the results of
a fairly high level of non-image-forming negative density covering the rear
third of the negative. This is attributed to a smgll trail angle burst
position in combination with atmospheric haze. Figure 5 shows a complete
absence of the effects of non-image-forming negative densities when the
trail angle of the burst position is increased (note longer shadow on water
tank as compared to Figure 4) by a longer fuse delay and higher afrcraft
speed. However, it should be pointed out that with downward ejected car~
tridges bursting at or slightly behind the minimum trail angle, there is
always the chance that & slight nose down attitude of the aircraft at the
time of exposure could produce non-image-forming densities on the.negative.
Figure 6 shows the improvement in overall information content when using
infrared film under the same conditions of illumination that existed in
Figure 5. Although the contrast of man-made objects with the surrounding
terrain is somewhat reduced, the contrast and image detail of vegetation
and ground terrain is considerably increased over that obtained with pan-
chromatic f£ilm. The overall effect of Figure 6 1s that more uniform and
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more intense ground illumination was available than in Figure 5 whereas,
actually, the infrared film is sensitive to a large part of the energy
output of the flash cartridge that is unavailable for forming image densi~
ties on normal panchromatic black and white film. The additional ability
of infrared film to penetrate haze is not necessarily demonstrated by Fig-
ure 6 due to the relatively large trail angle burst position. However,
had the small trail angle condition of Figure 4 existed in Figure 6, it
would be reasonable to expect a considerable improvement over Figure 4.

The value of upward ejection was fully confirmed by the test photog-
raphy in respect to its ability to completely eliminate lens flare as well
as significantly reduce non-image-forming densities due to atmospheric
haze. The resulting photography as shown by Figures?7, 8, 9, 10, exhibits
a uniformity of exposure across the format that somewhat resembies daylight
photography. The anticipated loss in operational altitude over downward
ejection seemed to be offset by the increase in uniformity of negative densi-
ty so that the percentage of total format area containing usable image detail
was as great or greater than with downward ejection. One of the causes for
this apparent paradox stems from the use of short fuse delays which results
in a relatively small increase in burst height from downward to upward e-
jection. Another factor which operates to produce this paradox is the small
percentage change in slant range between cartridge burst and the forward
corner of the fleld of view which ir evident when comparing downward and
upward ejection. Coupled with this is the fact that the angle of incidence
of the light reaching the forward cormer decreases with increase of burst .
height for a fixed flight altitude and tends to offset, to séme degree, the
loss of forward coruner illumination that would otherwise be expected from
the lengthening of the slant range. By using the information in the oper-
ational parameter plots included in this report, it is possible to obtain
the following interesting comparative figures. The loss in operational
flight altitude for constant forward corner illumination when changing
from downward to upward cartridge ejection with a 1 second fused,M~112
cartridge is 6%. The loss when making the same change with a 2 second,
M~112 cartridge is 8%. The loss in operational flight altitude is actu~
ally greater when changing from a 1 second to a 2 second fused, M~112
cartridge, the average loss for either downward or upward ejections is
12%. An interesting thing occurs when the fuse delay is reduced from 2
geconds to 1 second when changing from downward to upward ejectiom. Under
these conditions, a net gain of 5% in flight altitude results. From these
figures it 1s obvious that upward ejection of short fuse delay cartridges
gives the optimum overall operational capability to the pyrotechnic flash,
night photographic system. However, in existing aircraft where downward
ejection must be used, the test photography confirms the fact that this
mode can be tolerated provided the minimum airspeeds shown on the oper-
ational parameter plots are observed along with the necessary provisions
for prevention of lens flare. The only possible advantage to be gained
by longer fuse delays would be the shadow producing effects on three dimen-
sional objects of an inctrease in the angle of incidence of the light. However,
this advantage must be vigwed in the light of the accompanying disadvantages
of reduced forward corner illumination or reduced operational altitude plus
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an increase in negative dengity variation over the format. Because of
the questionable value and limited usefulness of the four second delay
M-112 cartridge and the six second delay M~123 cartridge, operational
plots for these cartridges are not included in this report and it is
suggested that their use be discontinued.

It should be noted that the operational parameter graphs developed
in this report can be used with any aerial camera having a 41 degree
angular coverage lens provided upward or downward ejected M~112 or M-123
flagsh cartridges are used and a series of night photographic runs for cal-
ibration purposes are made. The calibration runs would be made at altitudes
from 1,000 ft. to 5,000 ft. in increments of 500 ft. maintaining a constant
airspeed and using any one of the available K-47 shutter modes. A shutter
mode peculiar to the test camera gould be used provided it was pessible to
determine its light utilization percentage in respect to a particular pyro-
technic illuminant. The film would be precesged according to established
procedures for night photography. The negatives would be analyzed to de-
teérmine the highest operational altitude for which a negative having ade~
quate image density in the forward corners is obtained. It will be noted
that the slopes of any two successive minimum scene illumination lines do
not vary to any great degree. Accordingly, the altitude and aircraft speed
of the selected negatives is marked on the graph corresponding to the car=-
tridge, fuse delay and launching orientation used in the test and a line is
dravn through this point parallel to closest adjacent forward corner scene
iliumination line. The minimum acceptable forward corner scene illumination
value obtained for a particular shutter mode with the appropriate operational
graph is arnlicable to the other graphs included in this report and eliminates
the requirzme ‘t for performing any additional f£light tests. Using the minimum
scene illumination determination made with a single flight test, these lines
can then be drawn on the other graphs tp obtain operational guide lines for
any selected combination of fuse delays, cartridge types and ejector orien-
tation. In order to obtain minimum scene illumination lines for shutter
modes other than the one used in the flight tests, the previously estab-
lished light utilization percentages for the various K-47 shutter modes
should be used in accordance with the following formula:

light utilization percentage
for flight test shutter mode
light utilization percentage
for selected shutter mode

Ep (for any selected shutter mode) =

The light utilization percentages for the three shutter modes shown on
the graphs has been'established at 100% for recycle open-full flash, 65%
for recycle open-synchronous closure at 1/100 second and 50% for full syn-
chronous at 1/100 second.

VI. CONCLUSIONS

1. The operational parameter graphs included in this report can be
used as a useful guide for the performance of night photographic missions
with the vertically installed K-47 camera when using the M-112 and M-123
pyrotechnic flash cartridges. These graphs can be adapted to provide
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operational data for other lenses of the same angular coverage by making
a2 single night photographic calibration flight, The graphs also provide
a mathematical basis for comparing the effects on altitude capability of
ejection orientation, shutter modes, fuse delays and aircraft sveeds,

2. The average reduction in operationsl altitude when changing from
downward to upward cartridge ejection while maintaining constant forward
corner scene illumination is 225 ft., for the M=-112 cartridge and 350 ft.
for the M~123 cartridge. On a percentage basis this amountsto 7% of the
full flash altitude capability of either cartridge. In view of the fact
that upward ejection completely eliminates lens flare, reduces the non-
image~forming negative densities caused by atmospheric haze and provides
more uniform ground illumination, the improved photography more than off-
sets the mathematically computed altitude reductilon. '

3. In the upward cartridge ejection orientation, the use of the long=-
er fuse delays causes a loss in operational altitude at all airspeeds with
the loss becoming more pronounced as airspeed 18 increased. The average
loss in operatiomal altitude per 100 knot increase in alrcraft speed is
300 ft. for the four second delay and 100 ft. for the two second delay M~
123 cartridge. The loss is 150 ft. for the two second delay and 75 ft.
for the one second delay M=112 cartridge. In addition to a loss in oper-
ational altitude, the longer fuse delays result in a larger ratio of maxe-
imum to minimum scene illumination which produces negatives that usually
require special dodging techniques in printing. In upward ejection, the
fuse delay becomes more of a safety of flight measure rather than a device
for placing the air burst of the cartridge in the best possible position,

4, Where downward cartridge ejection orientation must be used due to
the configuration of existing aircraft, then the minimum aircraft speeds
shown on the operational graphs would have to be observed. For unbaffled
and unshaded lens cones, the minimum speed is 245 knots for the two second
M=123 cartridge, 210 knots for the four second M~123 cartridge, 216 knots
for the one second M~i12 cartridge, and 170 knots for the two second M~112
cartridge. It should be stressed that these values are marginal and a
slightly nose down attitude of the aircraft at the instant of exposures
or excessive atmospheric haze could cause some fogging and flare even with
these minimum airspeeds. Where operational airspeeds close to or below
these minimum values are required, then baffling and lens shading tech-
niques would have to be employed. The only alternative would be to tilt
the optical axls of the cameya forward, provided the resulting reduction
in forward corner scene illumination and lack of verticality would be ac-
ceptable. In downward ejection, the use of the longer fuse delays caused
a loss in operational altitude at all airspeeds with the average loss per
100 knot increase In airspeed being greater than for upward ejection.

5. The selected shutter mode has, by far, a greater effect on the max~
imum altitude capability of a particular pyrotechnic than any of the other
controllable parameters. The recycle open~full flash duration shutter mode
naturally gives the highest altitude capability since it represents 1007%
light utilization. However, the resulting photography is generally con-
gidered unacceptable due to image degradations resulting from errors in
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forward image motion compensation and uncompensated changes in aircraft
attitude occurring during the relatively long (1/30 sec.) exposure period.

The full synchronous shutter mode with a speed setting of 1/100 second pro~
vides the shortest practical total exposure time, but utilizes only 50% of
the full flash light output of the cartridge. The increased resolution
provided by this shutter mode is accompanied by a loss in full flash alti-
tude "capability of 34%. The most practical compromise between resolution
loss and operational altitude loss is considered to be the recycle-synchron-
ous closure shutter mode with the shutter speed closure set at 1/100 second |
after the peak light output of the cartridge. This mode results in full i
flash altitude capability losgs of only 22%, and provides night photography
with acceptable image quality.

6. The use of fully stabilized camera mounts and improved accuracy in
the V/H input signal could measurably increase the quality of the night
photographic image. While no attempt was made to establish these conclu-
sions experimentally in the operational flight test program, they are fac-
tors which are known to improve daylight photography. These game factors
would be even more applicable to night pyrotechnic photography where the
exposures are necessarily longer. Although stablilized mounts are available
for some aircraft, the signal for control of forward flight IMC in night
missions is currently based on setting into the computer, the best estimate
of ground speed and altimeter reading. The need for an operational night
image velocity detector continues to exist and some progress is being made
toward satisfying this need. ’

7. The pyrotechnic flash cartridge continues to be a major factor in
limiting the full effectiveness of the night photographic system., A more
accurate time delay between ejection and bursting of the cartridge is a
continuing requirement. The ¥ 10% tolerance of the present powder train
fuse is excessive and complicates the shutter synchronization problem., A
reduction in the total burning time of the pyrotechnic mixture would aid
materially in simplifying shutter design and control circuitry. In the
light of the proven superiority of the short delay, upward ejected cart-
ridge, it is believed that further improvement of the night photographic
system could result from the development of a pneumatic or mechanical cart-
ridge ejector and an electric thermal or mechanical burst delay mechanism.

8. The limitec ¢lipht ‘tests wvith infrared ©ilm have demonstrated that
more uniform negative densities and increased target information over cer-
tain types of terrain can result from the use of these materials,

9. The off axis light transmission fall-off of the K-47 lens has been
found to have a greater contributing effect to underexposure in the forward
corners of the negative than the light distribution in the field of view of
the camera. Further study will be required to fully develop a correlation
between these two effects on negative density, It is considered that the
design requirements for future night camera lens development will have to
stress to & greater extent, the off axis light transmission characteristics

of the lens.
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VII. RECOMMENDATIONS

1. The operational parameter graphs included in this report should
be considered for preparation into a form suitable for issuance to fleet
operating units as a guide for planning low altitude night reconnaissance
migssions when using the M-112 and M~123 flash cartridges with a vertically
installed K-47 camera.

2, Upward cartridge ejection is recommended as the optimum means of
eliminating lens flare, reducing the adverse effects of atmospheric haze,
and- improving the uniformity of scene illumination within the field of view
of the camera,

3. The use of the short fuse version of each flash cartridge is rec-
ommended since such use provides the maximum altitude capability and the
greatest uniformity of scene illumination. In upward ejection, nothing is
gained by long fuse delays unlegs the modeling effect of long shadows is
considered more important than the two advantages previously mentioned. In
downward ejection, the use of the longer fuse delay may be required to con-
trol lens flare, especlally at the sloWer alrcraft speeds. .

4, Where downward ejection must be employed, due to aircraft config-
uration, 1t is recommended that the camera be equipped with a lens shade
and/or internal baffling in order to provide a lower limit to the operational
envelope of aircraft speeds within which lens flare is not a problem., In °
cages where baffling or lens shading is not feasible, it is recommended that
the minimum aircraft speeds shown on the operational graphs be obsarved or
the optical axis of the camera be tilted forward,

5, It 1s recommended that the recycle open~full flash shutter mode,
which is the only mode available in the NCCS~4 contrcl system, should not
be used in the performance of pyrotechnic flash night photography. The
image degradation produced by exposure during the full burning time of the
flash cartridges (30 to 40 milliseconds) makes the resulting photography
unacceptable, Under cenditions where maximum operational altitude is of
prime importance, the marginally thin negative produced by the recycle-open,
synchronous-closure shutter mode generally contains more information content
than the denser negative produced by full flash duration exposure.

6. It is recommended that the Night Timer Unit, Chicago Aerial Indus-
tries Part No. 1262-100, with fixed delay, be modified or replaced with a
timer unit adjustable from 5 to 25 milliseconds, See Recommendation 6b,
of NADC Report AP-L5925 of 28 December 1959. Such a timer is in routine
use at this laboratory.

7. It is recommended that the K-47 Camera System (T. O. 10Al-5-18-1),
be modified in accordance with Appendix III to provide for opening the
shutter with an end-of-film-advance trip pulse in lieu of the existing
end-of-shutter-wind trip pulse. This modificatrion will reduce the streak-
ing of ground luminous targets,
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8, The advance-opewn, synchronous-closure shutter mode, which is a U.S.
Air Force requirement and is available in the complete K-47 camera control
system is not considered to offer any operational advantages over the other
shutter modes, except under conditions of strong ground lights or fires.

By use of a programmed shutter opening pulse, which is not available in
Navy camera control system, the shutter open time before cartridge burst

is held to a minimum, Its primary advantage would be for use with high
altitude pyrotechnic flash bombs where the relatively long picture taking
interval would cause an excessively long shutter open period with the re-

cycle open shutter mode.

9. The full synchronous shutter mode with a shutter speed setting of
1/100 second should be incorporated in the existing Navy camera control .
system for use with the K-47 camera. This mode would be especially valu-
able at the lower ranges of altitude where the excess of scene illumination
would permit the shorter expcosure period of this low light utilization shut-
ter mode to reduce image degradation resulting from the higher forward flight
image velocities encountered at the lower altitudes.

10. It is recommended that fully gtabilized camera mounts be used with
all operational shutter modes of the K-47 night camera where installation
space will permit. It is an established fact that the use of stabilized
mounts will significantly improve image definition, especially under the
recommended exposure period of 1/100 second available in’the night shutter

médes of the K-47 camera.

11. Since the effectiveness of the forward flight image motion compen- -
sation required in night pyrctechnic flash photography depends to a consid-
erable extent on the accuracy of the V/H input signal, it is considered es-
sential to improve this accuracy through further development effort. The
use of Doppler radar in combination with a radio altimeter to produce auto-
matically an accurate V/H input into the camera control system is currently
being explored by the APEL under Project TED ADC PH~5068. Other methods,

including infrared, should be fully explored.

12., The low altitude pyrotechnic cartridge should be subjected to fur-
ther development. The fuse delay errors should be eliminated or reduced to.
acceptable limits. The:burning time of the cartridge should be reduced to
the greatest extent possible. It is considered that a reduction in burning
time from 30ms. to 10ms., if it could be accomplished without a significant
loss of total Tight output, would permit reduction in the night system com-
plexity by permitting satisfactory use of cartridges in the full flash duxa-
tion capping shutter mode. The use of this mode would extend altitude capa-
bility without the loss of image definition currently assoclated-with this mode.

13. The use and potential advantages of infrared film when used in con-
junction with pyrotechnic flash cartridges should be subjected to Ffurther ex~
ploratory development . Such development should consider the effects of various
type of terrain as well as the spectral composition of the pyrotechnic mixtures.

14, It is considered that lenses designed for use in night photography
should feature minimum off-axis light transmigsion fall off,
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APPENDIX I
A, Minimum Scene Illumination Computations

The determination of minimum scene illumination values (Ep) in the for-
ward corners of the field of view of the camera starts with the basic equation
for spherical flash illumination where the subscripts MIN are used to denote
a particular relation to minjmum scene.illumination:

E _lcos i ()
T D2
which by the simple substitution of:

Cos 4= e and h=Htd (FROM FIG.1)
reduces to *
| E in"I bizd)

P Min* D3, )
which, for convenience of substitution of D values, may be rewritten as
follows:

S
=]
[N

where (from Fig. 1):

I = Total light output of flash cartridge - candle power-seconds.
i = Angle of incidence to the normal of the illuminated area.
D = Slant range from burst to forward corner of field of view.
h = Burgt point altitude, )
* +d = Distance of burst above flight altitude for upward ejection
% -d = Distance of burst below flight altitude for downward ejection.
H = Fl.ght altitude of aircraft,
= Trail of burst point behind aircraft.

From the geometry of the camera and burst point shown in Fig. 1, the
(D7) factor in equation (2) can be related to H, t and d in the following

o D?min.= Hz"' R _ 3)
and = (H2d)? )
and R2=(Htan &)*+(Htan e++4)? )

Substituting equations (&) and (5) in equation (3) gives

DZmin.=(Htd)2+(Htan &)?+(Htan e+t)?

which, after expanding and collecting terms becomes

D?min=(1tZ tane?)H?*tZdH+7tan et H+d %+t 2.

*NOTE: Wherever double signs appear, the upper sign is used for upward ejec-
tion and the lower sign for downward ejection.
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Substituting the numerical value of tan @ = ,375 for the 41 angular
coverage of the K-47 lens in the preceeding equation gives:

D%um = L2EH/ 24 75/ 220/ o/ * #£ ()

Substituting the value of D2 from equation (6) in equation (2) gives the
following equation for the value of Ep in texrms of I, H, t and d:

i L%
Lo B 17w 55 7 Pl e SR (7

B. Maximum Scene Illumination Computations .

The determination of maximum scene illumination values (Ep) on the flight
line in the fleld of view of the camera starts with the basic equation for
spherical flash illumination:

* L Jcos,c @)

Before proceeding further, it must be pointed out that two (2) different
geometric relations can exist between the burst point and the field of view.
If the point on the ground directly under the burst falls within the field
of view of the camera, as shown in Fig. 2, then the factor D in equation {1)
becomes the burst height h while the value of cosi becomes 1 since the angle
of incidence 1 is zero. Since h is equal to H d, then equation (8) can be
rewrltten as:

/L/—h A //\2" : - ' sl

(=

where H may be solved direetly for any assumed value of Ep by rewriting the
equation as: .

H=NgE ~) 9

Since the burst trail distance factor t does not appear in equation (), and-
since the effect of changes in aircraft speed on the drop distance 1s negli-
gible, that portion of the maximum flight line scehe illumination lines based
on equation (0) is essentially a straight, vertical line. However, under
certain combinatiens of low flight altitudes and/or high aircrdft speeds,
the point on th@sgfbund directly under the burst will fall to the rear of
the field of view and the maximum flight line :scene illumination will occur
on the rear edge of the field of view., The slant range D will be greater
than the burst height and the angle of incidence will no longer be equal ‘to
zero, To solve for maximum values of Ep under these conditions, requires
the development of an equation similar to that which was developed for mini-
mum values of Ep. From the ggometry of the camera field of view and burst
point shown in Fig. 3, the (DZ) factor of the rewritten basic illumination
equation (equation (2) in Sec. A), can be related to H, t, and d in the,
following manner,

Da=/éz+/92 . ﬁ/j

o HEE(H2S)E 7z)
and ROF=E~ S frro /2 (/3/ _
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Substituting equations (12) and (13) in equation (11) gives:
LZ=(H2)? (- /b o) ﬂ¢)
which, after expanding and collecting terms becomes:

D2 =1+t S HZ L2 - tar o £+ +ZZ

Substituting the numerical value of tan 8 = ,375 for the 41° angular coverage
of the K-47 lens in the preceeding equation gives:

- D2 L2 T5 22 AR AL E | Y

Substituting the value of D2 from equation (8) in equation (2) of Section A.
gives the following equation for the value of Ep in terms of I, H, t, and d:

T = At /é)
S EP L/ EHZ - 75 ¢ A 2T F 23
In order to establish the conditions under which equation (16) applies in
the calculation of maximum scene illumination values, 1t i1s necessary to de-
termine the geometric relations that exist when the nadir point of the burst
falls on the rear adge of the fleld of view of the camera., From zquation (14)
it can be seen that when the term (t~H tan @) becomes zero, the slant range D
becomes equal to the burst height (H'd) indicating that the nadir point is on
the rear edge of the field of view. By setting .
E~H%or o =O
and substituting the numerical value of tan 8 = .375 and solving for H gives:
I
//“375 . _ 7
To use the above equation, it 4s necessary to assume an arbitrary airspeed,
find the corresponding trail distance from the ballistic curves, substitute
this value for t and solve for H. The value of H will represent the mininum
altitude at the assumed airspeed which will keep the burst nadir point within
the field of view and permit the use of equation (10) for plotting maximum
gcene illumination lines. For small distances of the burst nadir point to
the rear of the field of view of the camera (10% or less of the burst height),
the effects on computed values of using equation (10) when equation (16)
should apply, are negligible. It is considered convenient to establish the
position of the burst nadir point relative to the fileld of view for purposes
of plotting scene illumination lines and in predicting whether a particular.
combination of flight altitude and airspeed will result in severe burst re~-
flection, especially over water. Using ejuation (17), a line can be plotted
that contains all combinations of flight altitude and airspeed which put the
burst nadir point on the rear edge of the field of view. Such a line is
shown in the operational parameter plots of Figs. 1 to 8.

It should be noted that there is a definite similarity between equations
(7) and (16) and that they share the common problem of not yielding to a
simple method of factoring out the quantity H. In order to plot lines of
constant illumination having specific values of Ep, it was found expedient
to plot calculated values of Epjagainst subsitituted values of H in equations
(7) and (16) using the ballistic coordinates t and d that corresponded to
agsumed specific alrcraft speeds, Three (3) separate curves relating Ep to H

I-3
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were plotted for alrcraft speeds of 200, 350 and 500 knots so that three (3)
specific combinations of altitude and airspeed would be availlable for plotting
each of the constant Ep lines. The curves defined by equations (7) and (16)
are generally hyperbolic in form and if the plots are continued into the ex-
treme low altitude and/or high airspeed area, the curves will go through a
maximum Ep point of inflection due to the effect of the increasing angle of
incidence. Although most of the constant Ep lines do not extend into the
area of curve inflection, this condition does explain why some operational
parameter plots do not contain the 2.1, 2.4 and 2.7 maximum Ep lines.

C. Maximum to Minimum Scene Illumination Ratio

The method of computing maximum to minimum scene 1llumination ratio limits
starts with the basic spherical burst illumination equation:

f‘p = __QQ..‘C&___ . /3)

This equation can be rewritten, according to the geometry of Figs. 1 & 2, as:

LA
Ep ity = T D3 ) v9
= f///-c/)
N = - eo
Since R is the ratio of scene illumination by definition, then
R= Lbimax y)
Ejo 1#72/47) o

Substituting equation (19) and (20) in equation {21) gives:

w 2T . Do,
~ 03/»0)( Xj(x{:/.z‘t/)

which reduces to:

o3 Cmin) '
= 03 (1770X,) (z 2)
Since expressions for p2 (maximum) and D (minimum) have beén developed in

Sections A and B, it is more convenient to make substitutions if equation
(22) is expressed in terms of D2 by rewriting it as follows:

——

D2 \Z .
o= A . 23)
D2 ax. (

Substituting for p2 (minimum), the value found in equation (6) of Section A
and for D2 (maximum), its equivalent of (Ht d)z for conditions where the
point directly under the burst falls within the field of view in equation
(23) gives the following expression:

fo (/,za HEr TE5EH L 2+ 24+ /
HZ L2l 4+ 2
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By substituting in equation (23), the value for D2 (maximum) found in equation
(15) of Section B for conditions where the point directly under the burst
point falls outside the field of view gives the following expression:

=( ,25,4/2¢_752f//_z¢20//§/7‘é2%9/2)§ (25)
S

AR B A LD At B

From equations (24) and (25), values of illumination ratio R can be solved
for any assumed combinations of flight altitude H and airspeed (through cor-
regponding trail and drop values). For the purposes of plotting specific
ratio lines on the operational parameter plots, it was’'more convenient to
express equations (24) and (25) in terms of H as the dependent variable as
follows:

First raise both sides of equation (?4) to the 2/3 power and clear of
fractions, which gives:

R} P22 pEAL+REA? "/28/7’2*/‘ ) ixZd 7‘20//#5@ %

collecting terms and equating to zero

0‘0

= (,?5. ;/ 23)//2-[752,"‘(/F’.§'*/)26{7ﬂ‘[22 CP5 /)’/,/

using the general formula for quadratic equations gives:

[ 72 (RE—))2d ]2 /[ Tt 28 Yo A RE A28 )|
2(R$-128) . (26)

in a similar manner equation (25) can be expressed in terms of H as follows:

S (#3r)75¢2(R5-)z2e) 2 /[ (k) rst 2o 2efl e 51285 D3

2(1/ERE ~1.28)

(27)

I-5




It should be noted that the double signs before the radical sign in |
equations (26) and (27) are the result of the quadratic equations formu.a
and bear no relationship to upward or downward cartridge ejection, Under
certain conditions of assumed airspeed and illumination ratio, the quantity
under the radical sign will become negative, indicating that the assumed
ratio cannot exist at this airspeed regardless of flight altitude. This
condition explains the absence of the 3 to 1 and 2% to 1 ratio lines on
some operational parameter plots. )
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GEOMETRY OF FORWARD CORNER MINIMUM SCENE
~ ILLUMINATION

APPENDIX I FIGURE 1




'GEOMETRY OF FLIGHT LINE MAXIMUM SCENE ILLUMINATION
BURST POINT NADIR OUTSIDE FIELD OF VIEW

APPENDIX I FIGURE 2




GEOMETRY OF FLIGHT LINE MAXTMUM SCENE TLLUMINATION
BURST POINT NADIR INSIDE FIELD OF VIEW

APPENDIX T FIGURE 3
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APPENDIX II

A, Brief Explanation of the Meaning and Use of Operational Psrameter Charts
for the K=47 Night Camera,

Referring to Graph No. 1 as a typical operational parameter chart, it will’
be noted that the near vertical lLines starting on the right hand side of the
graph and increasing in numerical value towards the left are lines of constant,
forward corner scene illumination. They represent plots of all combinatisns
of alr speeds and altitudes which will produce the constant numerical values
of forward corner illumination shown at the lower end of the lines. Thus, for
any co-ordinate point cons.isting of a selected air speed and altitude value
£alling within this grid pattern it is possible to approximate the actual scene
i1llumination in footecandle-seconds occuring at the forward corner of the fileld
of view of the camera for the selected flight conditions. These grid lines of cone
stant forward corner scene illumindtion were plotted for am arbitrary vange of .03
to .27 footwcandle-scconds (fes). Although these lines could have been continued
further toward the left side of the graph, since they represent the minimum ac-
ceptable 1llumination level for a particular lens-shutter-film combination under
average conditions, speed and altitude co-ordinate polnts falling to the left of
the grid pattern would indicate more than adequate illumination and the numerical
values would be unimportant, The dotted lines represent minimum forward corner
scene illumination values for specific shutter modes of the K=47 camera,

The vertical lines starting on the left hand side of the graph and decreasing
in numerical value towards the right are lires of constant maximm illumination on
the flight line within the field of view of the camera. As in the case of the fore
ward corner illumination values, the numerical values of the maximum scene illumi-
nation lines bear no direct relationship with any base scale on the graph, Although,
the lines appear to be based on a continuation of the same numerical scale that
applies to the forward cormer scene illumination values, the scales of the maximum
and minimum scene illumination grid patterns are entirely unrelated since different
equations were used in their computation, The grid lines of maximum flight line
illumination were plotted for an arbitrary range of 2.7 to .9 fcs for the express
purpose of indicating an operaticnal area wherfe over exposure might occur, It will
be noted that this range of numerical values Is just 10 times the range on the mine
imum scene illumination grid that brackets the three shutter mode values indicated
by dotted lines., This range relatlionship i1s based on the agssumption that a ten
fold increase in scene illumination over that walue previously establighed as a
minimum for a particular lens-shutter-film combination is all that can be tolerated
without controlling exposure at the camera. It will be shown subsequently that
these extreme changes in scene illumination never occur within the field of view
of the camera for any aelected air gpeed and altjitude covered by the graphs, -They
can only result from excessive altitude changes during .a night photographic mission
and can be controlled to a certain extent by shutter mode changes.

The maximum to minimum scene illumination ratilos that are far more important
are those that are indicated by the diagomal s0lid lines cutting across the upper
left hand corner of the graphs., These lines show the scene illumination change
within the field of view of a particular photograph under the conditions of air
speed and altitude falling on the line. These changes affect the negative density
within a given photograph and can cause losz of image detail which can only be
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recovered by special printing techniques. A 2 to 1 ratio is considered a
desirable limit although a ratioc of 3 to 1 can be tolerated.

The diagonal t = H tan e line denotes those combinations of maximum air
speeds and minimum altitudes which place the nadir point of the flash burst
on the rear edge of the fisld of view of the camera. Any increase in air
speed or reduction in altitude beyond the combinations falling on this line
would place the nadir point outside the field of view of the camera, This
congideration might be important when flying over highly reflective terrain
such as marshes or open water, .

_ B, Use of Operaticnal Parameter Charts for any 41° Angular Coverage Lens
and Film Combination. .

The charts developed in this report can be adapted: to any vertically

mounted camera employing a 41° angular coverage lens when used with either
upward or dowmward ejected M=112 and M=123 flash cartridges. The procedure
‘requires only one night photographic flight test to determine the minimum
scene illumination requirements which will replace those shown on the charts
as dotted lines, After selecting either the M=112 ar the M-123 flash car=
tridge with a particular fus: delay using either upward or downward cartridge
ejection, perform a series of night aerial photographic runs in the following
manner, Using any one of the three basic shutter modes shown in the charts and
maintaining constant air speed, make a serles of expesures at varleus altitudes
in increments of about 500 ft, starting at a 1,000 ft, minimum for the M-112
and a 2,000 ft. minimum for the M-123 cartridge. Process film according to the
standard procedure for night photography and analyze the negatives to determine
the highest altitude for which a negative having adequats image density in the
forward corners is obtained. Mark the position of altitude and air speed on the
particular operational parameter graph corresponding to the cartridge, fuse delay
and launching orlentation used in the test, Since the slopes of any two sdjacent
minimum scene 1llumination lines are nearly the same, it is only necessary to
draw a line through the point previously marked on the graph, making it parxallel
to the closest minimum scene illumination line, The acceptable minimum scene
illumination value in foot-candle-seconds obtalned for a particular shutter mode
with any one of the given charts is applicable to the other charts included in
this report and eliminates the performance of any additional f£light tests, Using
the minimum scene 1llumination determination made with a single flight test, these
lines can then be drawn on the other charts to obtain operational guide lines for
any selected combination of cartridge types, fuse delays and vertically upward or °
downward ejector orientaticn. In covder to obtain minimum scene illumination lines
for shutter modes c¢ther than the one used in the flight tests, the previously estabe .
lished light utilization percentages for the various shutter modes should be used
in accordance with the following formula: ' .

light utllizatlon' percentage for

Ep (for any selected shutter mode) = flight test‘shutter mode,
light utilization percehtage for
selected shutter mode,

The light utilization percentages for the three shutter modes shown on the
graphs have been establiched at 100% for recycle open-full flash, 65% for recycle
open-synchronous clogure at 1/100 second and 50% for full synchronous at 1/100
second.
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- APPENDIX III

WIRING CHANGE FOR CONVERTING THE RECYCLE-OPEN SHUTTER MODE
OF THE K-47 CAMERA SYSTEM FROM END OF SHUTTER WIND
OPENING TO END OF FILM ADVANCE OPENING

The following wiring change i1s applicable to the Aerial® Camera System,
Type K-47, (T.0. 10A1~5-18-1) consisting of the type C~l Flash Detector,
the Type E-1 Shutter Speed Timer, the Type T-1 Shutter Speed Timer Control,
the Type K-47 Camera, and 'the .Type MA-10a Magazine, The basic purpose of
the change is to improve the operation of the recycle-open shutter mode of
the system by delaying the opening of the "A" sghutter blade assembly, until
the end of the film advance function of the magazine., The existing circuitry
opens the "A" blades at the end of the shutter wind function of the camera
and will permit ground lights or fires to image on the film during the time
when it is not moving at IMC velocity. The wiring change is accomplished
by removing the wire from Pin E of the AN3106-18-88 plug at the K-47 camera
and rerouting and attaching it to Pin b of the AN3106-28-125 plug at the
MA-10a magazine. The cpposite end of this cable remains attached to the
AN3106-18-8p plug at the E-1 Shutter Timer. It should be noted that this
wiring change may require the fabrication of a new wiring harness between
plugs AN3106-18-8S, AN3106-28-12S and AN3106-28-8P, It should alsoc be noted
that the wiring change will prevent use of a stationary film magazine in the
recycle-open shutter mode, Other shutter modes are not affected by the
wiring change.
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FIGIRE 1 = K-

47 CAMERA INSTALLATION IN BOMB BAY OF P2V AIR(




FIGURE 6. - SHOWING EFFECTS OF USING IMFRARED FILM QN
IMAGE DETAIL







FIGURE 2. - SHOWING LENS FLARE RESULTING FROM SMALL
TRAIL ANGLE BURST POSITIO M WITHOUT LENS SEADL




FIGURE 3. ~ SHOWING ABIENCE OF LENS FLARE WHEN USING LENS
SHADE #ITH SMALL TRAIL ANGLE BURST POSITION




FIGURE 4. - SHOWING EFFECTS OF A SMALL TRAIL ANGLE BURST
POSITION ON IMAGE DETAIL UNDER HAZE CONDITKONS




FIGURE 5. - SHOWING EFFECTS OF A LARGE TRAIL ANGLE BURST
POSITION ON IMAGE DETAIL UNDER HAZE CONDITIONS




FIGURE 8. - SHOWING HIGHLY ACCEPTABLE PRINT QUALITY RESULTING
FROM NORMAL DENSITY NEGATIVE MADE WITH UPWARD
EJECTED M-123 CARTRIDGE AT 3GOO FT,










7. = SHOWING USABLE PRINT CUALITY RESULTING FRON THIN
NECATIVE MADD NITH UFNARD EJECTED M-123 CARTRIDGE







- s A, g

[—







< F
P>

1
I,
i

o8
2
ORARLE:

I

EET

SCEAA
2
"‘s’\/ﬂ

CAMDLE
]

X2

A

B
257/
3
AL

200
7

)
L AN
1 o

5

45

e
.4

i

| ELIGHT| At 7L TADE

]

i 7
;’?{0»“' EHNA s ot
LN
é
(o]

A
N -'%
oz
N
-

£ 5

m

Y

:
1
TN FLIGHT
/00 qw e
&

L7

el T
ot e

CRAPH NO 1

i




s00) A Y M

E——— L

b o o s e T

L
A
I

—***MM/A/ S ENE SR ThOR) P
: 7w Wﬁmﬁ < F/sz?S"*Fn R B e
4 ﬁ/l/&?éf‘ T [

 HEHT | AT 2 pEET | A

L mes L gooo 50100

o e o — =

I <Zja.._

wgsizls T 2]
288 R L2F
¢ 0 SR St
APGK JCHENE LN TN
W SLATH S LN R
T'ﬁ'/‘\(u.c.c O v :

[ et SR

k
-\'—

[,

L soo
GRAPH NO 2

N PR I S



L Boee Lo

1
. Gard

-
|

w

i
i
i
i
!
\
3

—— .:”ee, -
717

. B2 Lo
..... ;_-gﬁ i Ww! A
w W «Laf ..... w B
R R S
m EW.W Lo W
Lty S

! .
L0 ]

DOMFRIRD. 2" CAMERR._CONE AVGLE.

LS SR

‘ FLIGHT | 4L

1

i

N
LM IRTR
LA~

12_2SEC

I

CEN,

-

i TN,

i
BB R B

i
|
!
‘Lﬁ

?,1,;945-

UL S TS

!Ii;




LINVGLE.

CONE

1‘{9
pA S o' .Y 4 T
MY LAY
H 1 L

4
A

) ;MW;@
AL &%’m; “

5
4'd

i

JEE

iy

(K Wil
v

S MYz 2

; ; | : s

: l‘ P
#5219

LA =
, : ﬁ
2

-

Y

T MM SCENE 2L LMIND A

[
4

AT IO

v,

i

FORLYERD CYMEA25- 2T

COMNE T

44

P/

TNE

| vl S

|ON FLIGHT LI £7

e

SO

1

2000

PLAPT AR TITAM SN AEE

)



. i |
W p— Z p— ..Mun... - .y
, -— m
e e S Lo w .
A 00 TN AU SOUURTPRN
N - - 4I,.|W..l| me o nnd 3
1 M i i ﬁ - . ,
- Imvlll AN AR ST SO S U S S R S - Ilnl.l..-:*lnl.. BT
H H S S _ *
= j . w - , ; .
i ; I ' m
w - H - e I.I.I i e - .. w
;
i i =
L i
= | Q
Jood | 3
T SE “ S
{ { {
nU,;. g . o
[T . 5 B 8
pS i | —
SPY SN ~ W
288 Lo a , .
,Ifb.l// . [P b - - -- oo . .
N . . ﬂ
X VAM W // I i o _ } SR R & e
/.&u ‘& m - ;L/ T T “6 > N
=~ 7 T ’ : \”0 4...
So3% N IR _ e
S N . e N
YRR N _ ) — _ Cos N
— it v - e — | 3 N !,f
N N P——— =
x//f. /M Lol ,/./ R . R v\\\\\\ . HW. ~!
% ..@.\J. N / f/ e .9 ~ M
~ H : . N s N s
I5N . - IHMI\l..MVﬂ.ii - — e e e T - S X
b — , — Ny
. ! 4A
)

W)

i

%
RN
Vi it A




N . - J— i - S
3 ] ‘ : , I e _— -
R | 1 . ,
- m _ g J— —
. / “/ ——— e
-~ R — IJVIII !I..do..w.:. [ep— — )

Z

v

G

¥4

Lot N SRR
[

o

TP
T

9 A
fan

i

/7.;:: 77/‘{

e

YL RIS

i

}
| , . s
m £ 1 s lll\',\‘\l".\l;u ,,Iv
TR e e e e T = i . R
i = e et L.Ili!.i
o =

Jr—

SHNE| L UAIETIENS

:
i
..
i
Yy

I
I S
|

0. e Ezad

pl
¥

st/ ‘-:‘37/17

’f’v*-_w;i--«“»-———--—A}——-—— Lo

S i N
by T

Wzsgrsy

AT D,

a5
A

a7

o e =

¥
A |1

4,

T

W
7
/..
/

r
LS

ERER IR

LICIAAL L quo 0

PRI
3
1
i
I
/|

-
\

|

{

TN
e TS O

o e

. b -
25 737 1A A 70

o

FBEE

N
! I R
H ”/ . h ’l',/ “
-~ ~ R
e "~ H .
W P : .
~y L —= e e e
N : :
> - '
. . -
; -—

L —

o
.

i[é A

d

i
|
i |

a7 2118

s WAy

) o

AL L

(4

~ AL SRR A

|
e
I
i
i

|

SO

;-

Sl 7Y
ke s

I

/ (/./4

o

3R

-

Wi, D&

1

FLIGIIT
CAAHYE 507

S
I

AN T

i

S
N Pt IR
; : i k : N AN AR
N A N ; i ) !
i | 't N
} B SO | . .
el : -
EEEEERS RIS SURY
N Q N )
N Q J Q
> n o3 m




]

WA = (L = i o B o

s s i i WP o) O A (= S o N o K o7

SRR DO T
i
i
[
i

i | :
I - /7Y ST 4 VR, RN T !
. AN | i
. R, I :
ot '
i
S
.
]

oo

Dot
Al

24

CLOZE

7

Yo RNV

: S _ N R
Lo i t {
. | , ; ﬁ
L : o ! T - I A [ R
- ; o (o

| W — S —

TR AT IR . . ml lml —q— m u

— —— -t el : - — — S S A —— . L i
P 1 B
............ B N i i |
. w " ‘ H
! N - - _,
i AR !
i o

- : —- [ S Lo M . :

U h | i
r " N
1

| i .

. i : i

P i M

DO DN S I

i IO STVt WP S | #

H | i
|

R | .

....... i “

_ I
1

COEAL

A M

e Vo

7

Ve

B e
P DO i

B LA 77 oS

A

%
|
i
1]

SAE

e,

7

L

w3 TR N AR

[poa

~

001

A0

MRS

HEAL | WIO

e

/
|
|

crbye

TN AL
K2 YL
3

RPN

. . \l\\\.\l\
Q _ T
b el e e ISP v
b ~. e i —
iy ~, e— [ =
i N [ e R
o — — p— p— = I — —TT . .
—* - o= Si——
R - =
R

i

PH MR T IR KA
330 ARSI AU O AL | SEBNE

L IYALC
|
{
}
|
I
\
/!
i
i

<
W
‘
b
}

IS ST

I's /J’l,{{:)( .l

NS




7200

-
|
I

{ ¥
i
VEN S A
e
N
|
'\
|
'T
|
|

J,Ec.‘ dearsd

gl

e

by

)A.'f_ A

CREYIEC.

99
(®od

T

1 &

ity
vz

‘L}%

i e
bk

N

PNRen  ° CHNELRL COME fNGLE

A AL _ A
1l ,. S H .y”.:, ...,
RS m— S
m_ WMW L ﬁxw
R it S
R pNa
oy e
IR T
a‘

e,z

LI

N

27 124 .;.j{/ £P /8

42 7 ,
it

7D e

2T TUIE

7

S

FLLFET..

AMIZ3 25

;"an_.ke

ON

oy on
e

JEL

%000

P

@)

feld o)

)

FOOC

G s
AL EAMNEG

FT A7l

MIGY. SCENE

g 72Ty

| AIGHT e

2OOO

500

7E250

200

GHLPH NO ¢,




OO0

8dos

P

Y CRMERY  COME NGLE

BN

b 1ok b %f
SCENE M)

7

AL

/125

33

CRRLAFSFC 7

o000

L
|

4
7

WEra

%

OEAIEES- 4 7

oA

—

TAAX | SCENE | L LMNOTION| 1N

276 7E

N TP

ENET R D

| FOR

L LLIGHT RTITUDE

ié‘fé‘:é’f 2

/vy

SO0

14

400

NQ o

e

GRE




MIZ5  F 5LE DOMAMEIL  #° CAMERR & ONUE
A B R N A e |

T 70 | A S i A

600

[N ST SRR SUURESUNTS SO S SUUNE R ._‘
PRl A ol d ey
N o - q

AL AR 7,

qo0

= ——-ﬁ‘wf ‘D :

1=

00|

RN R I D A N
I 74 8] - ; !

P S L e
100 e AR SOEAE LMPIBLDTIONS . . ALY r e VA N N R N
AL | FLAGHT LIAE AT P ; oeMEEs-£x ] T

227 o7 A B "

75

!

: B I
e e R e

N |

I

[

i I

| : P I
L 20PO . seoo | L gpo. | 85000 G0 Lo L .
H I !
H I

: s W 7 . 7z Y Y AL
’ : L - R o

GRAPH NO. 2




s g ey ey R Ly T T 3y T

— 1 e —r—
‘ : S A S U SR

EEn e . - ~ e
o SR 4

YA

X)Wz =4 NN N W R N S

o
N \ SN

oV
S

Cbe

S LR

b2t

H NO 7

GRAV

|
!
i
l
i
K

ttdede |

|
;
|
A
A
|

: i
X

W CIMER COME AN GLE.
7

iy 52t
i
|
1
]
/Nf:x;z}z?

e

S
T

gy, 700, it
v

_’__;u

S\ : :
PP SO O [

ST

AV

DL LRV
i
!
:
A
\

X
I -
13 R/ ERya.

SET
D Va

Yy

e SOl LA LBARLEITICONS

!
: ‘W - < L,
VAS FORRYFASL l.Ol@yE/el.)"r‘f?{

S SLE
f—v' (A Laal ¥

i

MIZS

|

|

|
EON IO




MIZ3 < SEE U,UI/Z/,OEZJ 7 CZ?ME}’c’A‘/‘ CQMEONGLE

|z§7c:x a7/ Ak%!’ rodamel 1|
’Lmsvs L nf" T s

T b

i

|

i

C /i/

S0 , \ﬁr
f

i

O
! .
SORELD): AL ANQTS

7

o

SO0 —

o 201815 12, g T T E '_/4 z/ a)f.')&“

: i /%5— 72 o9 | A
—= - oo ] - AC0 IR R IR

2

M,dzfg.:;(g;/v? £L ek //wm),v”' : i %a/ JoLe L LLASNITION
i L EDRVaes co,exv,f;e;f/' '
A%Ab.aé»jér : CMDLL S, — e . A;L

i
| 1 1
i i :
DG ' AHL) : RS sy SR : asaua :
[€IEIRIRIE I Y G,

J




- l‘)(

,"gér.;

7. i
A\ SCENE '%i:a A

SRR 4 7 7/ CﬁMr,'?A? C' OA/E , ﬂA/G“AL

y T
RS

b L
|
]

Tt

k

g P zo V2 ”.’/.%5 /35 (2

M/A/ R LRI TON
N EOR D nu;EWB’s -F
. ’”«;“’ LIS vk - e

b iy AN &O00

T — e
| L ,
T R — N ; e
l i I : N
: 5 ? ! P :
: : | i ol
oo L. adow. = 000 . sodoo | .. U000

IRV

Ny &




1RSY-B4 Jav foxd 4Lt "7
Z109-dv-2ave 3:0dmy

19y-Rd Qv foad a1 2
Z109-2¢~0a¥K 1andey 1

“paaviauwisqna A11R; a3

©o132a(» a¥pTaaawd piradn Jo wleiurapy L  CInjwa (waI3dwad dxom ¥ §F

TEU3TF SE1° INYI puw mol AI12OTIZTINIINN €7 COTINTYEMI[Y IWAD: OTUTM
20} CPTIOSE~P|PUUD-100] §0° FO IV[WA PAIIIIY AIPTA IGI INGL FTERADL

Y2757 9IFD TrOj2wMegiem pur vawp 3883 IGITI] TASAlaq PUW €] UOTINTAAION

v wma3sis osyydwaBorogd 1y$3u #q3 Fo waymyy [emojiniado mp3 LupITes
~81d Jo poyisw [voTydesR ¢ Jo JumadarzAlp 331 SIPNTITT QITGA PAqTIIEIP
*] s1ed(vnr 1WOYIragive Jo wexBold ¥ CIFRAIITE SOUTESIEUUODS. [wAEN

uj sSn puw woTIEII(die €33 wo FIrERimn [wIdBdS wayA waleks >tgdwsSozoqd

Wg¥re qeTry Iywy

£d w3 3o 1*43p Yl 33wl 3zodax wiQL
412 ‘0961 LInr ‘Tajel o Lq léqdeSolond (wiasy TN qewyd apTosy
~01Lg IPATTIIV ATY jo sanbywimal JuOAIR) o wOTIeByicean] ‘liroday newyy

AAVEOAYT TVINBILRIXT DTHIVAOOLOED "TYILIAVISOLZY
VISVAIASREEd ‘ITIIASHIOC “WINGD DGEHIYTIARD ¥IV TVAYN "S "o

‘pa3wiIvwIsque L1iRg Izw

uwotida{ad aTpyi3zes plendn Jo wafuyleaps QI “IOTEA [WITIVEIC BIoW W 6F

8733 GC1T 1wg3 pue oy A31a0jasyiwalun 61 vOTIsWiumR[(} JUIDC wWGUTE

10} SPUOIDN -ITPUNI-ICOF 0" FO WA PRIIAIIONY L1IPYR A92 INYI N[EIAAX

YOIRA ¥IIP INI|ITWIQIST POW wiep 1803 IYBY) TIBAIDG BpER N] FOTINTII0D

v woisks apgdwaBozayd Iq¥Is aG3 Jo sIye] [sU0TIvaadd syl dwiluve

=01d jo poyzim 1EITCURIR ¥ O JUIEMIOTIAIP AWI SIPATIUT YIIYA paqlIdesp

87 siekieur [(WOTImIIE= 3o weIEold ¥ CIFEIDITE IDTIVETITTOINI [wAEy

oy sse pur uoTlEsjiddw 337 w0 elawqled (widRds QITA wa3zeds 2ygdexSozoyd
gBIe gee g STuqONlozid owz o JuasndoyBARp 43 BaTwal 21i0da SIQL

“d1z ‘o9gr Lyne *1ajur ¥ iy ‘dqdwiBodoyg Twizey UK qreTL dYTMINI
~03hd SPOITFTY ArY Jo SINBTUYDSY WeLIN) Fo ScTiviyissan] ‘ixoday WYL

AMIVEONVT TEINEIAXJXT JIANVENOLOND TYOLLOVICMIV
VIGVATASEE ‘TTTIASMEOS *MLINF) LONJJTIAG LIV IVAVA °S 0

Tesy-8& dav foxy @x1 'z
Z109~dv-0avK Itoday "7

tesy-ad Jav (eag axt 7
CI09-dv-0uni izodag 'Y

‘pazwriwceieqne {11ng dle
WoT3I28{3 APTIIICTI pivada Jo wAlWINEAPT G CINYPA (¥ITIIEId sion w €
T8°3°3 5CT° Iwgl pow m07 A[[¥IIISTIVAION 1 VOIIEWIGKI[T HUIDE womIUIm
10} FPUOIIN-DPUEI-00] £)° JO INwA paldazdw L(PTA I IEYd SyEAAE
YITHA ®ITP (WIITCAYINw pUR wiwp 1681 4] CTeR1aq AW 6] WOYIWISitad
v weInds iqdwalolzoyd IgBYm g3 Jo €3fwy] [#motiwasdo sy3 Tuyinaw
~s1d yo poqide YwdTgdwi¥ ¥ ;o Jumelo(IAdp I LLPATIUT GITYA PIQIIIUER
€3 eleA{cus YO lemaul;m o wwiB0id ¥ '3JRIBITE IODWSSIVUACIAI [wawy
wj} awm pue DoYIwRTidde #1) wo myEwg.hee [wY2ads {i1a wsleske yydwiforogd
¥ grwy; o 14d a3 jo 1PARp 31 cADWIT Jaodar ETQY

AT ‘9961 Linr ‘yaywl -y 4q ‘indwiBoiony (wiiov IuMA Quwrd dTUxEN
—o3hg BPOITITY A1 j0 SenbTuIal IWRINO jo cojlvSyiemam] *jiodwy sewgy

AAJUVEOEYT TVINDEVZAE JTRIVEDAL AL TYILLIMHOTRY
VIAVAIASENIZ “YTIIASHRON ‘ALIINTD LGhid YTZABA ALY TVAWR S °ft




UNCLASSIFIED

UNCLASSIFIED




